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263-0007-00L: Advanced Systems Lab
ETH Computer Science, Spring 2025
Midterm Exam

Wednesday, April 16, 2025

Instructions
e Write your full name and student number on the front.
e Make sure that your exam is not missing any sheets.

No extra sheets are allowed.

The exam has a maximum score of 100 points.

No books, notes, laptops, cell phones, or other electronic devices are allowed.

Dedicated calculators are allowed, i.e not the ones in your mobile phones.
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Problem 1: Sampler (21=4+42+42+42+343+5)

Be brief in your answers, no need to show derivations unless indicated otherwise.

1. Reply to the following. Be precise.

T WO N = N

(a) What is the latency of an instruction?

(b) What is the throughput of an instruction?

(c) What is the difference between a port and an execution unit of a CPU?

Consider a CPU on which a floating point addition has inverse throughput % and
latency 2. How many independent additions would you need at least to expect maximal
performance when executed?

Give two differences between the Skylake x86 processor and the Apple M-series Arm
processors seen during the lectures.

What is the output of this function?
__m256d foo () {

_ m256d x = _mm256_set_pd(16.0, 4.0, 2.0, 5.0);
_ mz256d y = _mm256_set_pd(32.0, 7.0, 3.0, 1.0);
return _mm256_blend_pd(x, y, 0b0110); // last is the bit string 0110
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5. How many FMA operations are required to compute ABC for A € R™™ B € R™** (' ¢
R¥*? Assume the naive triple loop implementation for matrix multiplication.

6. Given a fixed computation and a direct mapped cache of size v bytes. Is it true that
doubling the size of the cache (i.e., to 2v) would always reduce number of cache misses?
If yes, explain why. If no, give a counterexample in words (kind of computation + how
the cache is doubled in size).

7. Given the following linear transform algorithm:

Yo 1 0 1 0 1 0 0 O X
vwi| |0 1 0 1 0O 1 0 0 1
yo | |1 0 —1 0 0 O c —s Ty |’
Y3 0 1 0 —1 0 0 s c T3

where ¢, s are constants. Additionally, s # 0 and ¢ # 0. How would you implement this
using only FMAs? How many FMAs would you need? Hint: modify the algorithm into
a mathematically equivalent form. Show then this form or just write out the needed
FMAs.
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Problem 2: Bounds (16=2+1+44-+346)

Consider the following function:

void compute (doublex x, doublex y, doublex z, int n) {

double CO = 0.5, C1 = 3.14, C2 = 2.71;

for(int i = 0; 1 < n; i++){
double t0 = CO + x[i];
double tl = Cl1 + x[i];
double t2 = Cl + y[i];
double t3 = C2 + y[i];
double t4 = C2 * z[i];

// OP is defined in text

double t5 = t0 OP tl;
double t6 = t2 * t3;
double t7 = t4 + t3;
double t8 = t5 x to6;

double t9 = t6 * t7;

z[i] = t8 % t9;

Assume that the above code is executed on a computer with the following relevant la-
tency, inverse throughput, and port information:

The

1.

4.
D.

Instruction Latency Inverse throughput Port(s)
[cycles] [cycles/instruction]

add 2 0.5 0,1
mult 3 0.5 0,1
div 6 4 2

processor does not support vector instructions. Further assume that:

You can ignore the latency and throughput of loads and stores, i.e., assume they have
zero latency and infinite throughput,

. The compiler does not apply any algebraic transformation: the operations are mapped

to their respective assembly instructions,
Each instruction is mapped to its own execution unit,
Ignore integer operations,

A division counts as one floating-point operation.

Show enough detail with each answer so we understand your reasoning.
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. Determine the maximum theoretical floating- double
: . double
point peak performance in flops/cycle of the N

computer under consideration. double
double

t0
tl
t2
t3
t4

(e]0]
Cl
Cl
C2
€2

4L
b
4L
4L
*

x[i];
x[i];
y[il;
y[il;
z[i];

// OP is defined in text
t0 OP t1;
t2 * t3;
td + t3;

double
double
double

. Determine the exact flop count W (n) of the P
compute function. Assume that OP counts as double
one floating-point operation.

z[1i] =

t5
t6
t7

t8
t9

t8

t5 *x t6;
t6 x t7;

t9;

. Assume that OP is a multiplication. Determine a lower bound (as tight as possible)
for the runtime (in cycles) and an associated upper bound for the performance of
the compute function based on the instruction mix, ignoring dependencies between
instructions (i.e., don’t consider latencies and assume full throughput).

. Repeat the previous task assuming now that OP is a division.

. Estimate a lower bound (as tight as possible) for the number of cycles that the com-
putation in the loop takes to complete. Now take latency, throughput and dependency
information into account and assume that OP is a division. Draw the corresponding

DAG of the computation.
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Problem 3: Operational Intensity (14=6+4+4)

Consider the following three programs xAx, xUDUx and xLLx that compute what is called
quadratic forms. Mathematically, these programs compute the following equations:

o xAx: y =zl Ax,
e xUDUx: y = (Uz)"D(Ux),
e xLLx: y= (Lz)"(Lx).
Here, y, x are vectors of length n, and A, U, D, L are n x n-matrices. Additionally,
e D is a diagonal matrix and is stored as an array of length n,

e [ is an upper triangular matrix stored as a dense n x n matrix (which thus contains
the zeros of the lower triangle).

You are given the following implementations of the functions. Each function uses a
temporary array t that contains only zeros of size n to store an intermediate result.

double xAx (doublex A, doublex x, double* t, int n) {
for (int i = 0; 1 < n; 1i++)
for (int 3 = 0; j < n; J++)
t[i] += Ali*n+]j] = x[73];

double y =

for (int k
y +t= X

return y;

0;
= 0; k < n; k+t+)
[kl » t[kl;

}

double xUDUXx (doublex U, doublex d, doublex x, double* t, int n) {
for (int i = 0; 1 < n; 1i++)
for (int j = 0; j < n; J++)
t[i] += U[i*n+3] * x[J];

double y =

for (int k
y += d

return y;

}

double xILLx (double* L, double*x x, doublex t, int n) {
for (int i = 0; 1 < n; 1i++)
for (int j = i; J < n; j++) // Accessing only upper triangle!
tli] += Llixn+3j] = x[J];

double y =

for (int k
y += t

return y;

0;
= 0; k < n; k++)
(k] = t[k];
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1. Compute a hard upper bound on the operational intensity of xAx, xUDUx and xLLx
(in flops/bytes). Assume
e only compulsory misses,
e cache block size of 1 double,
e loop indices (i, 7, k) and the scalar variable y remain in registers,
e sizeof (double) = 8,

e cold cache.

Show your calculations.

2. Which of the three implementations are memory-bound on a machine with a memory
bandwidth of 8 bytes/cycle and a peak performance of 3 flops/cycle?

3. For each of the three implementations either propose an optimization increasing perfor-
mance on the machine described in (2), or argue why no straight-forward optimization
exists.

7of



Problem 4: Roofline (16=2+41+4+3+43+3)

Assume a computer with the following features:

e A CPU with the following double-precision floating-point ports:
Port 1: FMA.
Port 2: ADD, MUL.
Port 3: MUL.

e Each of these instructions, on its own port, has a latency of 4 cycles and a throughput
of 1 cycle.

e It supports 256-bit AVX operations with the same latency and throughput as the
corresponding scalar operations.

e A write-back/write-allocate cache. The cache is initially cold.
e The read (memory) bandwidth is f,..q = 16 bytes per cycle.

e sizeof (double)=8

Performance [Flops / Cycle]

2'-5 2'-4 2'-3 2'-2 2'-1 2'0 2'1 2'2 2'3 2'4 2'5
Operational Intensity [Flops / Byte]

8of



1

1
2
3
4
5
6
7
8
9
0

Show enough detail in each answer so we can see your reasoning.

1. Draw the roofline plot for this computer into the above graph. Annotate the lines
so we see your reasoning. Draw 2 horizontal rooflines, one considering AVX and one
without.

Consider the following computation where x is an array of size 1024 x n, with n > 1024.
Assume that x is cache-aligned, i.e., the first element of x maps to the start of the first cache
block. Assume that x is fully loaded during the computation. For ease of notation, we write
below x[1] [j] in place of x[1*n+7].
double compute (doublex x, int n) {
double ¢ = 0;
for (int 1 = 0; i < n; i++) {
for (int j = 0; j < n; Jj++) {
c += x[(i%73)%1024][1i] » x[(ixj)%1024][F] +
X[ (1*3)%1024] [n — i — 1] + x[(1i*3)%1024][n - 7 — 11;
}
}

return c;

}

2. What is the exact flop count W (n) of the compute function?

3. Ignore the indexing computations. Based on the instruction mix (i.e., considering only
throughput and ignoring dependencies), which performance is maximally achievable
for this function and why? Draw an associated tighter horizontal roofline into the plot
above. Assume that the FMA instruction unit is used optimally.

4. At what operational intensity I(n) does this new horizontal roofline intersect with the
read memory roofline?
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5. Assume the cache is fully associative and compute, for the code above, an upper bound
for the operational intensity /(n) considering compulsory misses only.

6. Based on I(n), for which sizes of the array is the computation compute-bound? For
which is it memory-bound? Consider the thighter bound found in (4).
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Problem 5: Cache Mechanics (15=1+4+1+6+4+3)

Consider a machine with a direct-mapped write-back/write-allocate cache with blocks of size
B=16 bytes and a total capacity of 128 bytes. Assume sizeof (float) = 4 bytes.

1. How many single-precision floating-point values can be stored in this cache?
2. How many cache sets does it have?

Consider the following code. Assume
e memory accesses occur in exactly the order that they appear,
e scalar variables (result, i, j, X0, y0) remain in registers and do not cause cache misses,

e 1 is cache-aligned (first element goes into first cache block) and the first element of y
is immediately after the last element of x in memory,

e 1 is a matrix of size 50 x 2 (of data_t elements), and array y is a matrix of size 2 x 2
(of data_t elements).

1 struct data_t {
2 float a;

3 float b;

4 };

5

6 #define N 50

7 #define M 2

9 float comp(data_t* x, data_tx y) {
10 float result = 0;

11 for(int i = 0; 1 < N; i+=5){

12 for(int J = 0; Jj < M; J++){

13 float x0 = x[1xM+3j].a;

14 float y0 = y[(i%M) «*M+7] .b;

15 result += x0 x yO0;

16 }

17 // Draw state of cache and write hit miss pattern here for i == 15
18 }

19 return result;

20 }
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3. Determine the miss/hit pattern for z and y (something like xz: MMHH. .. y: MMMH. . .)
at line 17, for : = 15. Consider all the accesses happening from ¢ = 0 to ¢ = 15 included
(1=0,5,10,15).

4. Draw the state of the cache at line 17, for ¢ = 15.

5. Suppose the cache size can be doubled from 128 Bytes to 256 Bytes. Which of these
do you expect will reduce the cache miss rate the most, doubling B, E, or S? Consider
the whole computation.
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Problem 6: Sparse Linear Algebra (18=3+3+3+43+3+3)

Consider a sparse matrix-matrix multiplication in double-precision floating-point. In par-
ticular, consider the computation C' = AB + C, where A, B, and C' are n x n matrices.
Additionally, A is sparse, with 6n nonzero elements, B and C are dense. A is stored using
the CSR format seen in the lectures, where we use uint 32t integers for the col_idx
and row_start arrays. B and C are stored as usual, linearized in memory. Assume the
following:

e CPU peak performance of 4 flops/cycle (via 2 FMAs per cycle),
e No vectorization,

e sizeof (double) = 8,

The load memory bandwidth is 5 = 6 bytes / cycle.

The computation only incurs compulsory misses.

A write-back /write-allocate cache. The cache is initially cold.

Answer the following.

1. Determine the total work W (n) of this computation and provide an associated lower
runtime bound.

2. Determine the data movement @(n) (considering loads only) in bytes of this compu-
tation and provide an associated lower runtime bound.
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3. Based on the lower runtime bounds found in (1) and (2), is the computation memory
bound or compute bound, assuming large enough n? Briefly explain.

We now change the format of the A matrix to BCSR with blocks of size 4 x 4, assume
that n is divisible by 4 and we still have 6n nonzero entries. We again use uint_32t integers
for the b_col_idx and b_row_start arrays. For the following question assume that in this
BCSR we have K nonzero blocks, which then satisfies [6n/16] < K < n?/16. Consider,
again, only scalar code (no vector code).

4. Determine the total work W (K, n) of this computation.

5. Determine the data movement Q(K,n) (considering loads only) in bytes of this com-
putation.

6. Argue why this BCSR cannot improve (make lower) the tightest lower bound found
for CSR.
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